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CfiY OF SAN DIEGO - 1222 FIRST AVENUE, M.S. SOl, SAN DIEGO, CALIFORNIA 92101 

DATE: July 21~ 2011 

TO: Distribution rxuPJ~fA~-- ~-
FROM: Julie Ballesteros, Deputy City Engioeer1v~v-y· 
SUBJECT: Revision to Trench Resurfacing Requirements 

Effective immediately, the City of San Diego Standard Drawing Number SDG~107, "TRENCH 
RESURFACING FOR ASPHALT CONRETE SURFACED STREETS", has been revised and 
published. This drawing is attached and can. be found on the City's website at 
http:/ /www.sandiego. gov /engineering-cip/pdf/stddraw06/sdg 107 .pdf. 

Where the previous standard drawing allowed the use of the Type B detail, (a concrete trench 
cap topped by a layer of Class F asphalt concrete) the revised standard drawing requires use of 
the Type A detail (full depth asphalt concrete trench cap and resurfacing) unless otherwise 
authorized by the City Engineer. 

Effective immediately, all projects currently in construction and in plan review are subject to this 
revised standard drawing. Any exceptions to this standard for projects already under construction 
are subject to approval by the assigned City Resident Engineer. 

Enclosure: Standard drawing for Trench Resurfacing for Asphalt Concrete Surfaced Streets. 
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TYPE A TYPES 

.'ISPHALT ASPt·<ALT PWS BASE CONCF.ETE 
~··x J&SIGN 3'4" lYPE Ill CLASS B3 3'4" lYFE Ill CLASS 83 PLUS ClAJS II BASE 56G-C-3250 
A'-LEYS eo· .~"HAl..T THICKNESS TO EOUA'. 5.5" 
LOCAL THROUGH • lANE COLL£::T·:JFoS 100" EXlSTINli P:..US 1", !,'IN 1" TO IIAAX s· 1.o· 
r.~::>R L'FI GREAT~MS 12(," C('!,!BI:'IEO ASPHALT PUJ.i el .SE 18" MIN 9.()" 

:.;NF.S: 

1. ANY STREET TRE~1C~ 7 FEG ::~ 'I'.'ID<H OR GREA:~R f.NJ LOHGE~ THAN 100 FEET IN OVERALL 
lENGTH ~~All EE AECC•r-<STRU•.:TEiJ WiTh THS ."'A'JcMENT SEC-:-.Ot-1 FOR THE STREET 
CO.AS~;; F!CATimJ PErl SCHEt),lL~ • J (5(i'3-1l:!i 

2, ASPHALT TRENCH CAPS II~ ~TREClS NOT llf:CEI"v'ING A f'Ull. WIDTH OVERLAY r-r~IOR TO 
ACCEPTANCE SHALL. BE MILLED AS StiOWN AND "lESUI~FACED WITH t?-" TYPE Iii 
ClASS C2 ASPHALT fi:O LI:SS Tt{AN 30 DAYS AFTER INITIAL ASPHALT rtA(;E:Mt.:I\IT. 

3. 560· C 3?.5J CONCRETE TREATED WITH A MINIMUM 2% C.!\LCIUM CHLORIDE SOLUTION IN 
ACC0!iLI/\NCE WITH 201-1 OR €5Q.-C\"J 4000 (WD CC) CONCF:ETE MAY BE OPENED TO 
TR/lFFrC 3 DAYS AFTER IT IS PlACEiJ 65(,-CW-1000 CC;"~~CRETE TREATED IN SAME WNNER 
r::<;q 1\.~Av BE OPENED TC"I 'fHhFFIC 24 HOURS AFTER IT IS PlACED. CONCRETE SPECIFIED 
BY AL:'EF1N/\TF. CLASS OR 'JTdEAWlSE CONTAINING FLY ASH IS NOT ALLOWED. 

4. USE 'f'r'PE "A" UNLESS SPECIFIED OR AUTHORIZED OTHEF\WISE BY THE CllY ENGINEER. 
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TRENCH RESURFACING FOR ASPHALT 

CONCRETE SURFACED STREETS SDG-107 


